


P a ra m ete rS MNetice: The parameters below are only for your reference.

Picture
Single Shot Accuracy 0.03 mm 0.03 mm 0.03 mm
\olume Precision 0.02 mm+0.1 mm/m 0.02 mm+0.08 mm/m |0.02 mm+0.06 mm/m
Volume Precision “Tenena | 0.020mm+0.025mm/m | 0.020mm+0.025mm/m | 0.020mm-+0.025mm/m
Resolution 01 mm 0.1 mm 0.05 mm
Scan Speed 240, 000 points/s 350, 000 points/s 480, 000 points/s
Single Scan Range 280x250mm 300x250mm 300=250mm
Scan Range 100-6000 mm 100-8000 mm 100-8000 mm
Working distance 300mm 300mm 300mm
Scan Depth 250mm 250mm 250mm
e R DigiMetric DigiMetric DigiMetric

Light Source

6 line laser ray

10 line laser ray

14 line laser ray

Laser Category

Class Il ( eye safe )

Class Il ( eye safe )

Class Il ( eye safe )

Software

3DScan

3DScan

3DScan

Output Date Format

Stl, obj, fbx, ma, asc,
ply, dae,etc ., and
compatible with the

mainstream 3D software

Stl, obj, fbx, ma, asc,
ply, dae, etc ., and
compatible with the

mainstream 3D software

Stl, obyj, fox, ma, asc,
ply, dae, etc ., and
compatible with the

mainstream 3D software

GO8 M K

TEL: +86 4008 676 070
Wiiboox 3D Technology

Co., Ltd.

14F, Building 4, No. 12 Mozhou East Road, Nanjing, China, 211111

Website: wiiboox.com

OS System Support win10 64bit win10 64bit win10 64bit

Operation Temperature -10-40°C -10-4 0'C -10-4 0"C

Transmission Mode USB 3.0 USB 3.0 USB 3.0

Weight 0.95 kg 095 kg 0.95 kg

Dimension 130 x 90 x 310 mm 130 x 90 x 310 mm 130 x 90 x 310 mm
service@wiiboox.net




